
TWIN-Aderendhülsen 

 

Für Leiter von 0,5 – 16 mm² (AWG 20 – 6). 

Quer-  
schnitt 
mm²  

Länge 
mm  AWG Art.-Nr.  

Farbe 
DIN  Art.-Nr.  

Farbe 
T  Art.-Nr.  

Farbe 
W  

VE/ 
Btl. 

VE/  
Strip  

2x0,5  6 8 10 2x20 
A00535TWIN 
A00555TWIN 
A00575TWIN  

WH  
A00532TWIN 
A00552TWIN 
A00572TWIN  

WH  
A00537TWIN 
A00557TWIN 
A00577TWIN  

OG  500 10x100 

2x0,75 
8 10 
12  

2x20 
A00755TWIN 
A00775TWIN 
A00785TWIN  

GY  
A00752TWIN 
A00772TWIN 
A00782TWIN  

BU  
A00757TWIN 
A00757TWIN 
A00757TWIN  

WH  500 10x100 

2x1  
8 10 
12  

2x18 
A01055TWIN 
A01075TWIN 
A01085TWIN  

RD  
A01052TWIN 
A01072TWIN 
A01082TWIN  

RD  
A01057TWIN 
A01077TWIN 
A01087TWIN  

YE  500 10x100 

2x1,5  8 12  2x16 
A01555TWIN 
A01575TWIN 

 

BK  
A01552TWIN 
A01572TWIN 

 

BK  
A01557TWIN 
A01577TWIN 

 

RD  500 10x100 

2x2,5  10 13  2x14 
A02555TWIN 
A02575TWIN 

 

BU  
A02552TWIN 
A02572TWIN 

 

GY  
A02557TWIN 
A02577TWIN 

 

BU  250 10x100 

2x4  12 18  2x12 
A04055TWIN 
A04085TWIN 

 

GY  
A04052TWIN 
A04082TWIN 

 

OG  
A04057TWIN 
A04087TWIN 

 

GY  100 5x100  

2x6  14 18  2x10 
A06055TWIN 
A06085TWIN 

 

YE  
A06052TWIN 
A06082TWIN 

 

GN  
A06057TWIN 
A06087TWIN 

 

BK  100 5x100  

2x10  14  2x8  A10055TWIN 
 

RD  A10052TWIN 
 

BN  A10057TWIN 
 

IV  100 5x100  

2x16  16  2x6  A16055TWIN 
 

BU  A16052TWIN 
 

WH  A16057TWIN 
 

GN  50  5x50  

Technische Daten: 

Material:  E-Cu / Polypropylen  
   

Oberfläche:  galvanisch verzinnt  
   

Mindestschichtdicke:  3 µm  
   

Max. Temp.:  105°C  
   

Zertifikate:  CSA (Zertifikat 2110332), Kunststoff UL gelistet 
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