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Electrical
Current Rating: 2 Amp

Dip:Tin plated
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Insulator: PBT, glass reinforced, rated UL 94V-0
Contact: Phosphor Bronze or Brass

Contact Resistance: 30 mQ max.

Insulation Resistance: 3000 MQ min.

Dielectric Withstanding Voltage: 500V AC for 1 minute
Operating Temperature: 40°C to +105°C
Contact:Gold plated
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RECOMMENDED P.C.B LAYOUT

www.allconnectors.de
Tel. 0049 7117009503
70794 Filderstadt - Germany

info@allconnectors.de
Fax: 0049 711 7009504
Kettemerstr. 25

POSITION

6 15.28 [12.42| 5.08| 2.30

8 17.82 ([14.96| 7.62| 2.30

10 20.36(17.50(10.16| 5.00

12 22.90[20.04]12.70| 5.00

14 25.44(22.58(15.24| 5.00

16 27.98|25.12|17.78| 5.00

20 33.06[30.20/22.86| 5.00

24 38.14[35.28|27.94]| 5.00

26 40.68[37.82|30.48| 5.00

30 45.76142.90|35.56| 5.00

34 50.84|47.9840.64| 5.00

40 58.46]55.60/48.26| 5.00

50 71.16|68.30/60.96| 5.00

60 83.86|81.00(73.66| 5.00

64 88.94(86.08|78.74| 5.00

ACCESSORIES X Y

LONG LATCH | 26.3 | 14.6

SHORT LATCH| 22.9 | 10.6

RoHS Compliant iyt F
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BLANK:8.3mm LONG/LATCH
DIP 90° S:4.4mm SHORT/LATCH

DESCRIPTION: 2.54mm Box Header Right Angle Type




