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Note:
1.Material:
T = 1.1 Insulator: High temperature
C thermoplustic with g.f,UL94v—0
o 1.2 Contact: Copper alloy,t=0.20mm
¥ 1.3 Shell: Spec,t=0.30mm
%
s — 2 Specification:
2.1 Current rating: 1 A Mox.
2.2 Dielectric withstanding
— A &) voltage: 750 V(ac) for 1 min.
2.3 Contact resistance: 30 m{l Mox.
2.4 Insulation resistance: 1000 MO Min.
~ < 2.5 Total mating force: 10.0 Kgf Max.
2.6 Tota! unmating force: 1.5 Kgf Min.
_...H-..— 2.7 Temperature range: —55°C~B85°C
— v
b= p= S8 HDC-S-xx-LF
= og T
= - LEADFREE
RoHS Compliant

PART NO  [A+029B10.20{C+0.20|D+0.20(E+0.30{ F10.25|G+ O.ZiHiO.US 1+0.10(7+0.25 [K+0.25
HDC-§-15 30.81 | 2499(1633 | 79 | 160 1255 | 229 | 396
HDC-S-26 3925 | 3332|2525 | 79 | 160 1255 | 2.8 | 396
EDCS44 | 5300 | 4710{3838 | 79 | 160 1255 | 229 | 3.9
HDC-5-62 69.50 | 6350|5484 | 79 | 160 1255 | 229 | 396
HDC-S-78 67.10 | 61.00] 5243 | 10.74 | 160 153 1 241 | 64
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