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e 3081038 SPECIFICATIONS
ﬁg 24.99+0.25 3.8040.25 ELECTRICAL CHARACERISTICS:
ﬂ§£ 16.3040.13 #4-40UNC 6.000.25 Contact Current Rating:3 Amperes.

Pt I N “l Dielectric Withstanding Voltage: AC 1000/60sec.r.m.s.
) _I_’? Insulation Resistance:500 Medohms Minimum.at DC 500V.
x| Contact Resistaance:25 Milliohms Maximum.
< Operating Temperature:—55°C to+105°C.

o
S MECHANICAL CHARACTERISTICS:
4.20£0.38 — Contact Insertion Force:341 g Maximum.
Contact Separation Force:21 g.Minimum.
Grounding Screw Torque:3 Kg.Minimum.

o MATERIALS:

S Contacts:Brass.

A Insulator: PBT UL 94V-0 Rated.

e £ i Shell:Cold Roller Steel.

o Grounding Screw Torque:Brass
( 1[T] & FINISHES:
s Contact:Gold Flash.
-4 = Shell:Nickel Plated.
—I][’[m[’[’rmﬂu— il Grounding Screw :Tin Plated Over Nickel Underplating
j 3.00+0.05
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PARTNO. HDDM&-S52J-15

DWG NO. HDDM®6-SSZJ-15|CHECKED BY CY TOLERANCES ARE N G DENSITY S
.| D-SUB 15 FEMAIE STRAI
FILE NO. DRAWING BY &:“-2 DESCRIPTION: | y6UNT PLASTIC BOY 0.236°(8.00)
OO+
UNIT / mm | SCALE 1:1 |PROJECTION @)1 |Awe AREA REVISIONS | HK | DATE




