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- e Material:
A C 1. Insulator: PBT+30% Glass Fiber(Meet UL94V-0).
§ 2. Contact: Copper Alloy.
— ot ) f— /vg 3. Contact Plated: Gold or Tin over Nickel Plated.
—m{-— \‘{‘ 4. Shell: Steel with Nickel or Tin or Zinc Plated.
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| e ST Y 1. Current Rating: 5 Amps.
© 4 b4 e ¥ 2. Withstanding Voltage: AC 500V for 1 Minute.
o | b__#ﬁ%#_ﬁ_ﬁ i 3. Insulation Resistance: 1000MQ Min. at DC 500V.
I AR J HE A i 4. Contact Resistance: 15mQ Max..
b iy 8 2 > Pperating femperalurer —ERERHIREE
-—12.55 —=
UUU UL | J
I
N * .i = 3;. No. of Dim. | Dim. | Dim. | Dim. | Dim.
o > X o Contacts | A B B D E
5 m 8 & ﬂ'—D e ‘j__“—q: 1 16.92 | 24.99 | 30.81| 2.29 | 0.25
& m B momom - — 26 25.25|33.32(39.14 | 2.29 | 0.51
= = = m — 44 38.96 | 47.04 | 53.04 | 2.29 | 0.51
62 55.42 |63.50(69.32| 2.41 | 0.58
3.18%£0.38
RoHS Compliant P
All Dnnectgrs URAMNORY O | K& serres| | | LEADRes
CHECKEDBY GENIUS | st 03e 15-62WAY
wwnallzannezters. de infe@allconneccare ¢ UNIT/mm | SCALE 1:1 A)%%(i MXHIE_L b
Tel 0045 711 200500 T 0040 7L T00E504 DATE
7079 Fllc erstadt- Germany hetemerstr, 23 SIZE Ad PPOJECTION -

DESCRIPTION: Hi-Density D—-Sub Right Angle Male Connector 8.89mm With Locking Screw Type




