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ff4-40UNC Oq;g.&z,o.w i — = 1. D-SUB 1. MATERIAL:
S e 180407 L .. 1.1 Voltage: 250 VAC(RMS) Max. Housing:PBT, UL 94v-0, Color:Black.
d | ™ ] 1.2 Current Rating: 3 Ampere per Contact Terminal:Copper Alloy.
ol ] 1.3 Contact Resistance: 25 Milliohms Max. Shell:SPCC,
IR 1.4 Insulation Resistance: 1000 Megohms Min. Boardlock:Copper Alloy.
2 Sl 5 4 [ 1.5 Dielectric Withstanding Voltage: 500V AC{RMS) Rivet:Copper Alloy.
ke 1.6 Total Mating Force: 6.0 Kgf Max. 2. FINISH:
\_ | - W - 1.7 Total Unmating Force: 1.2 Kgf Min. Terminal:Gold Plated over Nickel at Contact Area.
A e il = 1.8 Operating Temperature: —55'C to +85'C Tin Plated over Nickel at Solder Ared.
020 | 2964013 5804095 T Shell:Nickel Plated.
0.50 TYP || Boardlock:Tin Plated.
Rivet:Nickel Plated.
3. This Product is LEAD-FREE & RoHS Compliance
> ' \ Product.
" |
3 |
S ! b
= =
=i #ﬁlﬂﬂﬂﬂﬁlﬂl = kN
g =l 91.4040.08 1800015 11 og4008 3 g HDRZS_SN_15_L'E
e = S 2.797 10.668 253 LEADFREE
il 2 767 3 i
—| 3.25 0000000 e
| e
0.762+14=10.56 —3&& BRY 8}??%" U=
2797 . 2535 | 3504015 P.CB.EDGE 510
i — -
{ifEn 1,292 7.030
o = o 24.99
= © | Of -
e i REOOMMENDED P.C.B LAYDOUT
\ l 7
All [N nmectors|pRTNe. HDR25-SN-15
?”.‘”“nl'm..'ﬁ';qn‘i _ ey DWGNO. HDR25-SN-15 |CHECKED BY CY TOLERANCES ARE
707 Tilderst= it - Germany KETIRmMErSTT. 25 -~ DESCRIP T|0N: D—SUB 15 H|GH D WNECTOR DlP SoLDm'

FILE NO. DRAWING BY RIGH ANGLE

KX

XXXt
UNIT / mm | SCALE 1:1 |PROJECTION —@—Q— AWG AREA REVISIONS | HK |DATE




