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Note:
A 1.Material:
— 1.1 Insuiater: P.B.T UL 94-V0 roted.
B 1.2 Contact: Copper alloy,t=0.20mm.
§ C 1.5 Shnell: Cold rolled steel,t=0.40mm.
2031301
2.5pecification:
— 2000000000006 2.1 Current roting: 1 A Max.
O &J@@OO@@@@@@@@ Ol @ 2.2 Dielectric withstanding voltage: 500 V(ac) for 1 minute.
H 2.3 Contoct resistance: 30 m0 Mox.
H 2.4 Insulgtion resistance: 1000 MO Min ot DC 500V,
2.5 Total mating force: 8.0 Kgf Max.
| i 2.6 Total unmating force: 1.5 Kgf Min.
a 2.7 Temperature range: —53'C~+105°C
G s
- " 4 | Backshell 1 | ColdRolled Steef|  T=00mm Tin Plated
1154015 L ]
Lk i TROUENNEHERE T 3 Front-shell 1 | ColdRolled Steel]  T=040mm Nickel Plated
] B L I 2 | Contact 937 | Copper alloy T=0.20mm Gold Plated
I Housing 2 |PBT UL #-V0 Black/Blne/White
No PartName | Qty | Maerial Remarks & Thickness Finish
E
Il PART NO |A#0.25B£0.20/C+0,20D£0.20 E+0.30[F£0.25 |G+0.25 H+0.05| F-0.10 | 14025 | K+0.25
|| DS-85-09 | 30.81 | 2499 | 1633 | 79 | 150 1255 | 277 | 284
DS-SS-15 | 3925 | 3332 | 466 | 79 | 150 1255 | 217 | 234
c -SS_xx-
DS-SS-25 | 5304 | 4704 | 3838 | 79 | 150 1055 | 277 | 284 DS-8S-xx-LF
| | | Ds-58-37 | 6950 | 6350 | 5484 | 79 | 150 1255 | 277 | 284 LEADFREE
RoHS Compliant
BIAIl [N nNectkors|rrrno. ps-ssxx
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