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Note:
B 1.Material:
I c 1.1 Insulotor: High temperature
3 ermoplastic with g.f,UL94v—
283141 th lostic with g.f,UL94v-0
|| — 1.2 Contact: Copper dlioy,t=0.20mm
T T 1.3 Shell: Spee,t=0.30mm
000000 QC000
u 'O \poogooco0o0g) O| 7 © 2.Specification:
2.1 Current rating: 1 A Max.
- H 2.2 Dielectric withstanding
) voltage: 750 V{ac) for 1 min.
= 2.3 Contact resistance: 30 mQ Max.
G o= 2.4 Insulation resistance: 1000 MQ Min.
2.5 Total mating force: 7.0 Kgf Max.
— 2.6 Total unmating force: 1.5 Kgf Min.
— " == f 2.7 Temperature range: —55°C~85°C
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B PART NO [A0.25[B0.20[{C+0.20{D0.20[E+ 0.30[F£0.25 [G+0.25{H+0.05| 10,10 [ :0.25 {K£0.25
DS-8S-xx-LF
D = ‘|'_ DS-85-09 | 3081 | 2490 | 1633 | 79 | 150 1255 | 277 | 284
LEADFREE
- DS-88-15 3925 | 332 |66 | 79 | 150 1255 | 277 | 284
FINISH g:.SF[EHMII'GG%If‘DD DS-§S-19 | 4480 | 3886 [ 300 | 79 | 150 1255 | 277 | 284
c DS-SS-23 [5030 | 43 [ 353 | 79 | 150 1255 | 277 | 284
|| RoHS Compliant DS-SS-25 |53.04 | 4704 | 3838 | 79 | 150 1255 | 277 | 284
DS-88-37 | 6950 | 63.50 | 5484 | 79 150 1255 | 277 | 2.84
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