142 501 Specificafion
1. Current carrying capacity: Large Pin 20V DC 7.5A max.

S Small Pin 20V DC 1A max.
e 2. Contact resistance: Large Pin 30mQ max.
~ = ( Small Pin 50mQ max.
& s ]E) 3. Insulation resistance: DC 250V 50MQ min.
L. Voltage withstand: AC 250V / 1 minute
5. Insertion force: 3.5kgs max.
6. Withdrawal force: 0.5-2.5Kgs
1 Trail PVC UL94V-0
6 |Spring Steel
5 Cover Brass Nickel Ptd.
Terminal+plastic Silver Ptd.
b core Brass/PBT UL9LV -0
3 Plastic ring POM
RoHS 2 |Body B PC UL9LV-0
LEAD FREE 1 |Body A PC UL9LV-0
TOLERANCE X+0.25 XX+£0.10 Item Description Material Treat
DATE 02-16-20M PART NO. A001-3P
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ITEM Circular Power Connector Push Lock Type UNIT MM

NOTE: REV.0 NEW; REV.1 spec. revise
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Specificafion

Current carrying capacity: 20V DC 7.5A max.

. Contact resistance: 30mQ max.

1.
2
3. Insulation resistance: DC 250V 50MQ min.
~ = 4. Voltage withstand: AC 250V / 1 minute
& ) ]B 5. Insertion force: 3.5kgs max.
6. Withdrawal force: 0.5-3.5Kgs
7. pull force of minimum 14lbs(6.35kg) between
the plug with the jack
1 Trail PVC UL94V-0
6 |Spring Steel
5 Cover Brass Nickel Ptd.
Terminal+plastic Silver Ptd.
b core Brass/PBT UL9L V-0
3 Plastic ring POM
RoHS 2 |BodyB PC UL9L V-0
LEAD FREE 1 |Body A PC UL94V-0
TOLERANCE X+0.25 XX+0.10 ltem Description Material Treat
DATE 06-09-2011 PART NO. A001-4P
All [ONmnnNnectars
www.allconnectors.eu | info@allconnectors.eu DWN GlNA REV
Tel. +49 (0)711 / 358 110 20 | Fax +49 (0)711 / 358 110 25 CHK KATY
[ TEM Circular Power Connector Push Lock Type UNIT MM

NOTE: REV.0 NEW; REV.1 spec. revise; REV.2 spec. add item7; REV.3 Withdrawal force was 2.5Kgs is 3.5Kgs
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