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Specification

1. Current carrying capacity: Large Pin 20V DC 7.5A max.
Small Pin 20V DC 1A max.
2. Contact resistance: Large Pin 30mQ max.
Small Pin 50m£ max.
3. Insulation resistance: DC 250V 50MQ min.
4. Voltage withstand: AC 250V / 1 minute
5. Insertion force: 3.5kgs max.
6. Withdrawal force: 0.5-2.5Kgs

5 Contact terminal BSR-H Silver Ptd.
4 Plastic core PB.T
3 Cover BSR-H Nickel Ptd.
2 Trail EVA
RoHS
LLEAD FREE 1 Body Nylon
TOLERANCE .X£0.25 .XX#0.10 Item Description Material Treat
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Specification

1. Current carrying capacity: Large Pin 20V DC 7.5A max.
Small Pin 20V DC 1A max.
2. Contact resistance: Large Pin 30mQ max.
Small Pin 50m£ max.
3. Insulation resistance: DC 250V 50MQ min.
4. Voltage withstand: AC 250V / 1 minute
5. Insertion force: 3.5kgs max.
6. Withdrawal force: 0.5-2.5Kgs

5 Contact terminal BSR-H Silver Ptd.
4 Plastic core PB.T
3 Cover BSR-H Nickel Ptd.
2 Trail EVA
RoHS
LLEAD FREE 1 Body Nylon
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