Features:

e 2 ~ 24 circuits available
e Material: LCP
e Tin-plated brass pin

Specification:

® (Current rating: 5A AC, DC

® Voltage rating: 250V AC, DC

e Contfact resistance: 10mQ Max.

o Dieleciric withstanding voltage: 1500V AC/minute
e Ambient temperature range: -25°C ~ 85°C

MIF-PWZR-2Xxx-LF

LEADFREE
RoHS Compliant
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Circuits[ Dim. A [ Dim. B [[Circuits] Dim. A [Dim. B [[Circuits] Dim. A[Dim. B [[Circuits] Dim. A [Dim. B [[Circuits[ Dim. A[Dim. B [[Circuits] Dim. A [Dim. B
2 6.65 6 6.0 | 12.65 10 12.0 | 18.65 14 18.0 [ 24.65 18 24.0 | 30.65 22 30.0 | 36.65
4 3.0 9.65 8 9.0 15.65 12 15.0 | 21.65 16 21.0 | 27.65 20 27.0 | 33.65 24 33.0 | 39.65
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ITEM | W | H |AO|BO|(KO|K1| P| F|E | D[t | B|RB|C|I |J
+0.30 +0.10 +0.10 +0.10 +0.10 +0.10 +0.10 +0.10 +0.10 +0.10 +0.10
2 2407 16.27 1 017.0 T4 Tl 19.0 T 0,07 1.5 T k78T s ] 0.4 |4.007 12,007 | 4.00 | 11.00 | 2.00
+0.30 +0.10 +0.10 +0.10 +0.10 +0.10 +0.10 +0.10 +0.10 +0.10 +0.10
4 24.07 0 16.27,,,[10.07 1.4 " 19.0 71 120.07 (1.5 711757 1150 o[ 0.4 4,007, (2.007 1| 4.70 | 14.00 | 2.00
+0.30 +0.20 +0.10 +0.10 +0.10 +0.10 +0.10 +0.10 +0.10 +0.10 +0.10 +0.10
. o0 ; 6 32.07 7 [28.47 5 [16.27  [113.07 " 111,47 1 10.0 T 120,07 1 14,27 [1.757 1507 | 0.4 |4.00 1 12,007 7.70 | 17.00 | 2.00
A~— —_ t—f— +0.30 +0.20] +0.10 +0.10 +0.10 +0.10 +0.10 +0.10 +0.10 +0.10 +0.10 +0.10
':I_ 2 8 32,07 1 [28.4 7 ,o[16:27) 0|16-07 1114~ 1119-0 ~p1 120,07 [14.27 1 H.75 70 1150 o 0.4 14.007, ) (2.007 ] 10.7 | 20.00 | 2.00
M V\ +0.30 +0.20 +0.10 +0.10 +0.10 +0.10 +0.10 +0.15 +0.10 +0.10 +0.10 +0.10
‘ o ]< 10 |#40l 0.0 5 16.27  119.07 (111.47 1 19.0 Z 120,07 12027 1757 " 1507 | 0.4 [4.007 [2.007 ) 137 | 23.00 [ 2.00
" +0.30 +0.20 +0.10 +0.10 +0.10 +0.10 +0.10 +0.15 +0.10 +0.10 +0.10 +0.10
I T i, ! | VT 12 [44.07 5 [40.07 5 [16.27 122.07  12.67 1 19.0 T 124.07 120,27 1.757 11507 | 0.5 |4.00 12507 " | 16.7 | 26.00 | 2.50
+0.30 +0.20 +010 +0.10 +0.10 +0.10 +0.10 +0.15 +0.10 +0.10 +0.10 +0.10
14 |44.07[40.07 5 [16.27)125.07 1 112.67 " 19.0 7 124.07 1 12027 (1.757 11,507 | 0.5 |4.0071112.00° " | 19.7 | 29.00 | 2.50
+0.30 +0.20 +0.10 +0.10 +0.10 +0.10 +0.10 +0.15 +0.10 +0.10 +0.10 +0.10
i1 16 [56.07 (524 5 [16:25|28.07  112.67 " 19.0 7 124.07 \ 126.27 " 1.757  11.507 | 0.5 |4.007, 12,007\ | 22.7 | 32.00 | 2.50
+0.30 +0.20 +010 +0.10 +0.10 +0.10 +0.10 +0.15 +0.10 +010 +0.10 +0.10
18  [56.07 (5247 5[16:2,0|31-07 1 [12:8 11 9:0 Zy1o[24-00010 (2627 o[1.75 7 g1:50 | 0.5 4007|2007 | 25.7 | 35.00 | 2.50
+0.30 +0.20 +0.10 +0.10 +0.10 +0.10 +0.10 +0.15 +0.10 +0.10 +0.10 +0.10
| _ | i 20 [56.0 5 5247 0[16.27 ) 134.07  [12.6 71 19.0 "\ [24.07 " (26,27 1.757) 11.50 ] 0.5 [4.007, 12.007 | 28.7 | 38.00 | 2.50
' { +0.30 +0.20 +0.10 +0.10 +0.10 +0.10 +0.10 +0.15 +0.10 +0.10 +0.10 +0.10
= T . T 22  |56.07 (5247 l16.27  [37.0° 112.67 ) (9.0 " (24.07 " 126.27  1.757 | [.507 o 0.5 [4.007) 12.007 .| 31.7 [ 41.00 | 2.50
- < +0.30 +0.20 +0.25| +0.25 +0.25 +0.25| +0.10] +0.15) +0.10) +0.10 +0.10] +0.15]
o R4 [72.07 , [6B.41 [16.27 1 40.07 )\ [12.6 7 110.00 _M°|z4.o_ol1034.2_m1.75_&101.50_'“ 0.5 (400712007 " 34.7 | 44.00 [ 2.50
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10.2 — l— SECTION A—A 1.10 sprocket hole pitch cumulative tolerance 10.20mm.
& — |l— > R ATA . .
’{%\ 6‘§2__ B 2.Carrier camber not to exceed 1mm in 100mm.
| 3.Avand Bimeasured on a plane 0.3mm above the
bottom of the pocket.
I P
9 354 = 1.5 —H— 4.Kameasured from a plane on the inside bottom of
s 295 I— 17 the pocket to the top surface of the carrier.
N — . . s
S = /\T b 5.All dimensions meet EIA-481-2 requirements.
S q
“ \ l ‘ ! 6.Material: Black Anti—static Polystyrene.
) I yeE
; 7.Thickness: 0.50£0.05 mm.
AN 15°

8.Packing length per 22" reel : 17.5 Meters.
9.Component loaded per 13”reel : 200 pcs.
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