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* Material:Polyester, UL94V—-0

All GNnnectors

Tel. +49 (0)711/ 358 110 20 | Fax +49 (0)711 /358 110 25

Specifications
* Current rating: 3A AC, DC
2 * Voltage rating: 250V AC, DC
~ * Temperature range: —40°C~+105°C
* |nsulation resistance: 1,000MQ min.
* Withstand voltage: 1,500V AC/minute
MIF—=SH—2Xxx—LF
=
LEADFREE
RoHS Compliant
CIRCUITS |  PART NO. DQAENS'ON '“‘<mg)
> 4 MIF—SH—-2X02 | 0.118(3.0) | 0.270(6.85)
6 MIF—SH—2X03 | 0.236(6.0) | 0.388(9.85)
8 MIF—SH—2X04 | 0.354(9.0) | 0.506(12.85)
10 MIF—SH—2X05 | 0.472(12.0) | 0.624(15.85)
12 MIF—SH—2X06 | 0.591(15.0) | 0.742(18.85)
14 MIF—SH—2X07 | 0.709(18.0) | 0.860(21.85)
16 MIF—SH—2X08 | 0.827(21.0) | 0.978(24.85)
18 MIF—SH—2X09 | 0.945(24.0) | 1.096(27.85)
20 MIF—SH—2X10 | 1.063(27.0) | 1.215(30.85)
22 MIF—=SH—2X11 | 1.181(30.0) | 1.333(33.85)
A, 24 MIF—SH—2X12 | 1.299(33.0) | 1.451(36.85)
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