Features:

e 2 ~ 24 circuits available
600V volts rating ( R.M.S. )

9.6

e Current rating up to 9 amperes per circuits B
e Positive housing locks -
aadla 32 12.0
20.6 1B 23.9
e = —1 +=—4.6
Specification: -
e Current rating and wire size: —{17.64-
Wire Size Circuits ME-9358-2XXX-LE 11.6
AWG 2 4, 6 (8, 10([12~24 o
#18 [ 9A | 8A [ 7A ]| 6A 2x01~2x12WAYLEADFREE
#20 | 7A | 6 A | SA|[SA (02) (24)
#22 | SA | 4A | 4A | 4A RoHS Compliant
#£24 [ 4A | 3A | 3A[3A
e Voltage rating: 600V AC, DC Dimensional Information ( mm )
e Insulafion resistance: DC 500V 1000MQ min. Circuits [Dim. A[Dim. B Circuits [Dim. A|Dim. B
e Dielectric withstanding voltage: 1500V AC/minute 5 it LC 34 | S0k
g vollage: 4 42 | 9.6 16| 29.4 | 34.8
e Ambient temperature range: —40°C ~ 105°C 6 8.4 | 13.8 18 33.6 | 39.0
(including terperature rise) 8 126 | 18.0 20 | 37.8 | 43.2
10 16.8 | 22.2 22 42.0 | 47.4
12 21.0 | 26.4 24 46.2 | 51.6
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