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Machined pin header connectors 2.54 mm: MPHEM series

& SPECIFICATIONS:
= - 7 —— Insulator: PPS
| Fiammability: UL 94V-0
106 66 6) QOOOQ | seew: Brass
Mating pin @: 0.41 mm
L P.C.BLAYOUT Mechanical life: min 500 cycles
. . Rated cument: 3A
3 SMT pin connector, low profile Contact resistance: max10mQ
! single row, perpenicular mount Dielectric strength: min 1000V RMS
A:Typel - ] Availability from:2 to 40 contacts |
Standard number of contacts 5,6,8,9 Mg, Eors:
MPHEM - X - X - X - X - X - 01
$2.08 ].0, ].1, 12, 14, ].6, ].7, 20, 25, 30, 32 and 40 @ @ @ 4 @ @ @
@ MPHEM series @ Clip Plated
0: NO
2254 & ’ 1; Tin 150 n”
§ Lo @ §§2§§§§n”°' 2 Tin 200 i'
For example: 3: G/F
[cloJelololo ]
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o B (3) Pin Plated 1 Go v
L . S; Special
Q@@ @@ @ OO0 o’ gl e
2, Tin 200 n” A:Tray B:Bag
254 508 P.CBLAYOUT 2, G/F C:Tube D:Tape Reel
o o 4; Gold 3 »” (6) Type selection
' . : 5; Gold 10 1 * A:Typel B:Type2
! SMT pin connector, low profile 6 Cold 15 " ) )
s ) S; Special (7) Series number
double row, perpenicular mount
— . N N Unless Qtherwise specified tolerance
B:Type2 . | with self-levelling floating contacts k3035 All EIFII'IEE':DFS
" ] Availability from:4 to 80 contacts K005 e e
— SCALE: 211 L#HNF_I:I: 70734 Fild=rstedt - Germany Kettemerstr. 25
. Standard number of contacts 72 T e
CHECKED: YANG MP:Ehlln:eri:; et connectors 2% m:
Add option of plating 10-08—28 \ 3 DRAWING NO:  MPHEM-XXXXX06
REV DESCRIPTION DATE %14 E ‘ON PRODUCT NO: MPHEM-XXXXXO6
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