F

epP
[+]=]
[+ ]=]
8p
[+ 1=
[+]1=]
[+]=]
[« ]=]
op
[+]=]
[+]=]
[+]1=]

©
e

NS

MATERIAL & FINISH
Contact: Beryllium Copper (BeCu)

Sleeve: Brass

Plating: G=Gold Plated
T=Tin Plated

m * |nsulator: IC Socket=PPS
* |nsertion Standard Force: Average 300 GR
* Extraction Standard Test: Average 60 GR
e A n * Resist to Soldering Heat: Mox. 120~130°C, 5 Sec.
* Current Rating: 1A
c * QOperating Humidity Range: Annual mean 75%
* Contact Resistance : 10 Milliohm
g | | of= * Insulator Resistance : 5000 Mege Ohm at 500 VDC
s || * Dielectric Strength : 1000 VRMS Min
v | FYYYYYYYYYYYYY 0} =8 7 9
2.54 | 20.1 | * Rated Voltage : 100 VRMS / 150VDC
' ' * Temperature: — 55°C TO + 240°C
o 1.0
c
D000010 CIRCUITS| DIMA | DIMB | DIMC |SPACE
1 24 3048 | 1524 | 17.78
28 3556 | 15.24 | 17.78
o 32 4064 | 1524 | 17.78 08
36 4566 | 15.24 | 17.78
40 50.80 | 15.24 | 17.78
0000010 42| 5334 | 1524 | 1778
0 48 60.96 | 15.24 | 17.78
2 | | 2.54
PCB LAYOUT
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e I SIZE A4 PPOJECTION -&-F DESCRIPTION: SCREW MACHINE PIN IC SOCKET




