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Technical Data:
Material:

@ Pin louter sieevel : Brass.machined, (uZn38Pb2

® (lip|contact & finger|:Beryllium copper heat treated

® Plating|outer sleeve| : Tin plated:2 um/ 81 u"nickel,5um/200_u" Tin
Gold plated:2um/8 Lu “nickel.Full gold

@ Platinglcontack:2um/81 " nickel.qold or Tin plating

@ |nsulator badylhousingl : FPS ULS4V- |

Electrical

@ Current rating : 3 Amps/confact max.

@ Contacl resistance :<4m Y /conkact

@ Insulakion resistance: =101 IM £\ at V=100V

@ Dperating + 60 vac/DC

Mechanical
@ Operating temperature: Gold plated:-55°C to +125°C
lcontinuous| Tin plated:-404C to +105°C

@ Average insertian force : <250g

@ vith steel pin of #1.43mm/0.017"

@ Average withdrawal =50 g

@ force with steel pin of #0.L3mm/ ). 117"
@ Mechanical Life : min.Z01

@ Soldering temperture : +260°C,1)s max.
Ordering infurmation:
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ORDER INFORMATION
SS-VX-2Xxx-LF
[ : LEADFREE
SERIES 2X02:04WAY

2X40:80WAY
180°SMT NoN POST

DESCRIPTION:




