(Recommended Stripping Dimmension)

PIN CHUCK

0.2X2X4 GROOVE

4 3 ? 1
l

NO|DESCRIPTION| MATERIAL |§ TY|FINISH | REMARK

1| BODY 1 BRASS 1 OLD B_SMBO174—G

> | BODY 2 SUS303 | 1 PASSVATED| B—BMA1 443—SUS 1

3 [INSULATION | TEFLON 1 | TFFLON [1=0B71T —

4 | PIN 1 BE CU 1 _|GOLD __|P-BMA1004—0 .

5 | PIN 2 BRASS 1_|GOLD __|P-BMAOB70-—0Q el

5 BODY 3 BE CU 1 GOLD _ |B-BMA1432—G

PIN 3 BRASS GOLD | P-BMAC588-G ;

B | WASHER BRASS T [NICKEL | W—0003—N B

3 | NUT BRASS T |NICKEL |N—OQ10—N
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All l_jl—l]—]ECtDl—S DRAWN (@=L 7] (DATE oggrog | DIMENSIONS ARE IN MILLMETERS REVISION
e CHECKED DATE UNLESS QTHERWISE SPECIFEDIDESCRIPTION | ENGINEER
TTE BMA FEMALE SOLDER FOR A M P 0652407 190315+ 1
RG-405/U(.085") APPROVA = 530=+0.4  315-1000=*1.6
PART NO. BMA-18V1-TGSUS 30-120=0.5  1000-2000=+2.4
DRAWINGNO. BMA-18Vi-TGSUS |EVISION RAlk SCALE| 211 [ SIZE | A
| | |
4 3 2 1




