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Materials : ;

Material Finish
Brass Nickel or Gold
|Male: Brass ‘Gold
Famalae: Brass,

Phosphor Bronze, or

Beryllium Copper
|Delrin or Teflon N/A
|Annealed Copper 'Nickel or Gold

Detail

50 ochm
Frequency range 0-18GHz
orking voltage 350 votls rms max.
Insulation resistance 5,000 megohms min.
Dielectric withstanding voltage 1,000 volts rms min.
Contact resistance Center contact: 2.0 Milliochms
Outer contact: 2.0 Millichms
WR: f{GHz) RGAT4/U, 316/U0  1.20+0.025f
RGA02(.141") 1.02+0.005f
RG405(.085")
Insertion loss 0.03 dB
0.07 dB

Mechanical :
Mechanical Daia Detail

ngagement force 3.0 Ibs Max.
Coupling Proof Torque ‘1.5 inch-pound

onnector durability 500 cycles min.

able retention force RG174, 188, 316/U — 20 Ibs min.
Environmental :

Environmenital Data Detail
MIL-STD-202 METHOD 101 TEST CONDITION B
IMIL-STD-202 METHOD 107 TEST CONDITION B
MIL-STD-202 METHOD 204 TEST CONDITION D
Mechanical shock |MIL-STD-202 METHOD 213 TEST CONDITION |

emperature range ~ 65C to165C (Teflon)




