REVISION

DRAWINGNO. BNC 01G DGN

DATE

4 3 2 1
| |
DESCRIPTION| MATERIAL |Q TY| FINISH
1 | SHELL BRASS 1 [NICKEL
2 [ BODY BRASS | 1 [NICKEL
3 [ INSULATION | DELRIN | 1 [DELRIN
4 | GASKET RUBBER | 1 |RUBBER
5 | WASHER BRASS | 1 [NICKEL
6 | SPRING SK=5 1 [NICKEL
7 | WASHER BRASS | 1 [NICKEL
8 | SLEEVE BRASS 1 |[NICKEL
9 | GASKET BRASS | 1 [NICKEL
10 | WASHER BRASS 1 [NICKEL
11 NUT BRASS | 1 [NICKEL
121 PIN BRASS | 1 1cOLD
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DRAWN  yiany [PATE DIMENSIONS ARE IN MILLMETERS|  REVISION
CHECKED DATE UNLESS S LERAGE * T ED |DESCRIPTION| ENGINEER
QA @—§ DATE 05-5=10.2 120-315=11
RG-59/U (75 OHM) 3 _ =
APPROVAL —IDATE 5-30=10.4 315-1000==%1.6
PARTNO.  LNGC-01G-DGN 30-120=+0.6  1000-2000=%2.4

2

SCALE[ 4:1 ISIIZE | A




