SPECIFICATIONS:
eCurrent Rating:1AAC,DC
eVoltage Rating:100V AC,DC

+QOperating Temperature:-40T~+105C

1.27mm(.050")} Wire To Board Connector

«Contact Resistance:10mQ max.
eInsulation Resistance:1000MQ Min.

sWithstanding Voltage:500V AC/minute

oWire Size: AWGH28

sMATERIAL

sHousing: PA46{red) ULS4V-0
sMale Contact:Phosphor bronze
sFinish:Tin Over nickel plated

Connector & Terminal
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Ordering Information And Dimensions
Part HNO. Dimensions Part NO, Dimensions
TYP U184V-0 |Circuits |Dim:A|Dim:B| Dim:C| TYP UL94V-0 |(Circuits | Dim:A| Dim:B| Dim:C
M25484R-2x2 4 9.70 | 3.81 | 5.60 |M25484R-2x8 16 2494 ] 19.05| 20.834
M25484R-2x3 8 12.24 | 6.35 | 814 |M25484R-2x9 18 27481 21,59 | 23.38
M25484R-2x4 8 14.768 | 8.89 | 10.68 |M25484R-210| 20 | 30.02 | 24.13 | 2592
M25484R-2x5 | 10 |17.32 (1143 | 13.22|M25484R-2x11| 22 (3256 | 26.67 | 28.46
M25484R-26 | 12 19.86 | 13.97| 15.76 [M254B4R-2x12| 24 | 35102021 31.00
M25484R-2x7 | 14 |2240(1651| 18.30
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