Signal Name Signal Name
5 Pin Number| 1394 Fin Number| eSATA NOTES:
S1 VP 3 GND
57 Ve 52 At 1. Material;
N _ Housing: Nylon 46, UL 94V-0 Rated.
S3 TPB S3 A Color- Red.
54 TPB 54 GND Contact: Brass.
[Ij S5 TPA* S5 A- Plating: Gold Plating over Nickel on Contact Area.
6 TPA S6 At Tin Plating on Solder Tail.
18.10 Shell{Qutside): Brass.
7 GND Plating: Nicksl Plating.

2. eSATA Electrical Specification:
Operation Voltage: 100VAC Max.
Current Rating: 1.5 Ampere par Contact.
Contact Resistance: 30m{ Max.
Insulation Resistance: 1000MQ Min.
Dielectric Withstanding Voltage: 500 VAC.

e

L | 3. IEEE 1394 Electrical Specification:
;;. < B Operation Voltage:40 VAC Max.
- S Current Rating: 1.5 Ampere per Contact.
= Contact Resistance: 30 m{) Max.
T y Insulation Resistance: 100 MQ Min.
ﬂ ™ Dielectric Withstanding Voltage: 500V AC.
4. Environmental:
1.0 1 9%-00 Operating Temperature: -55°C to +85°C
_ [#E _ Part Number:
m ! u _ CIES-M132DGR-42
6-90.80 L Unit:mm EEE 1364+SATA
' §_€E 6-91.70 1 _I-—71| %7—‘] Standard Dim A M: My 1: DIP 3.1mm; 2: DIP 2.15mm
~80.75 - ll-:' ] CIES—M132DGR—-42[2.15~2.30 2. Stacksd Type ‘EE:LLEF&E:“” 8SATA
2 | g A CIES-M132DGR-41] 3.10 D: DIP Tybe G: Gold Fissh
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