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6 CAP FOR PUNCH DOWN & KJ-TL SERIES
5 CAP FOR TOOLFREE
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1. RJ45 Jack : i
1-1. Housing : Zinc Die—Casting with Nickel plated. —
1—2. Contoct Brocket : PC, UL 94—V2, Transparent color. FIN.8 PIM.A
2. RJ45 Jack Contact :
2—1. Material : Phosphor Bronze with Nickel plated.
2—2. Finish : 50 micro—inch Gold plated on Plug contact area.
3. Cap A&B : Zinc Die—Casting with Nickel plated.
4. IDG =
4—1. Housing : PC+Glass Fiber, Grey color(RAL7035), UL 94—V2.
4—2. Terminal : Phosphor Bronze with Tin plated.
5. Cap For Toolfree @ PC+Glass Fiber, White color, UL 94-V2.
6. Cap For Punch Down : PC+Glass Fiber, White color, UL 94-—¥2.
7. Clip : Stoinless Steel.
8. Grounding Contoct ; Zinc Die—Casting with Nickel plated.
9. PCB : FR4, UL g94-VQ.
Performance :
a. THB8A & THEBEBB wiring.
b. Insertien Force : 30N max. ([EC 60603—7-5).
c. Retention Strength : 7.7 kg between Jack and Plug. GENERAL DRAWING ksauc.cota]  cHP All (Omnectors
d. Operating Temperature : —10°C to 80°C. (ISO/IEC 11801, ANSI/TIA 568 C.2). LR = . s s
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e—1. Juck : 750 cycles min. (ISO/IEC 11801, IEC 60603—-7—5). £ER - E005 | APPROVALPS.AUG.2014|  JAIMY
e—2. IDC : Suitable for 23—26 AWG stranded ond solid wire, compatible with both e WS TEM NO.: 3J01'Aq01'00001
1MG & Krone punch down tool e Gl RO
e—3. Tool—less : When using the IDC Cop for wire management. SCALE |W/1 (A4)| UNIT | mm  [DES.: CAT.6A FULL SHIELDED KEYSTONE JACK
f. The Cat.6A transmission performance s in complionce with
DRAWING NO. |AADBCO211800015 KJ2BF-CBA-FI(SAB
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