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Specification PIN.8 PIN.1
Material
1. RJ4E Jack
1=1. Housing : ABS+PC, UL 94-v0, with optianal coleor. 5
1-2. Contact Brocket : PBT+Glass Fiber, UL 94V—0, with black color. i
C | 2. RJ45 Jack Contact : &
2—=1. Material : Phosphar Braonze with Nickel plated.
2—2. Finish ¢ 50 micro—inch Gold plated on Plug contoct area.
% |36 & 34.0£0.2
3—1. Housing : PC+Gloss Fiber, Grey color(RAL7035), UL 94v—2.
3—2. Terminal : Phaospheor Bronze with Tin plated. Kemark AADCDOT1114030XXK
4. IDC Cap : PC 12507 UL 94v—2, Transparent black, F)
—1 5. PCB : FR4, UL 94v-0. -
(13xX : Housing Calor
Bardbrmanae & 01=Black, 05=White,
a. TS68A & T568B wiring.
b. Insertion Force @ 20N max. (IEC B0OB03—7—4). BENERAL DRAWING  |04.0UL.2074| WESLEY
¢c. Retention Strength : 7.7 kg between Jack and Plug. L . CHECK 04.JUL2014 DAY
D d. Operating temperature : —10C to 60T. (ISO/IEC 11801, ANSI/TIA 568 C.2) KXXK 0,005 el i e D
e. Life(mating cycles) : Xt 2005 | APPROVAL [04.JUL.2014 JAIMY 3JO1-A01-00004
e—1. Jack : /B0 CyC|ES min. (\SO/|EC 'HSOT, IEC 60605—7—4.) DATE MAME ITEM MNO.: AADCDOT114030%K
e—2. IDC : Suitable for 23—-26 AWG stranded and solid wire, compatible with
110 punch down toal. SCALE |1/1 (A4)| UNIT | mm  |DES.: CAT.6 UNSHIELDED KEYSTONE JACK
f. The Cat.6 transmission performance is in compliance with the ANSI/TIA A DRAWING NO_lAADCDD‘I‘1‘|403OXX KJ32—CB—US—XX(SA5)
268: 4l U, I [prawing classification] s [sHeer| 1 oF AA
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