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Specification :
Material 2 840.7
1. RJ45 Jack :
1—=1. Housing : ABS+FC, UL 94-V0, Black color.
1-2. Contact Bracket : PC, UL 84-V2, Tronsparent color. =m
2. RJ45 Jack Contoct :
C Z—1. Material : Phosphor Brenze with Nickel plated. C
2—2, Finish : 50 micro—inch Geld plated on Plug contact area. —
3. Cap A&BE : PC+Fiber, Grey color.
4. 1DC :
4—1. Housing : PC+Glass Fiber, White color, UL 94-Y2.
4—=2. Terminal : Phosphor Bronze with Tin plated.
B BE& @G : PCH+GI Fiber, Whit lor, UL 942,
£. PCBH :DF’;R/_J_ L 9?4575\/@" e e Remark : A/—\\DBEOII /| WZ]'OBOXX
] {(1)xX : Heousing Color () ]
Performance 01=Black, 0Z=Gray, 03=Red, 05=While,
a. TS68A & T568B wiring. OB=Yellow, 07=Blue, 08=GCGreen, 09=0range, 13=lvory.
b. Insertion Force : 20N max. (IEC B0B03—7—4). - —
c. Retention Strength : 7.7 kg between Jock and Plug. SonEpAL o |PRAWING [21.AUG.2013]  CHP ell@l_ll_‘.lfeul:ml:dEH_S
d. ODE(FGUHQ Tempeffitwe 1 —10°C to BO'C. {ANSI/TIA568C.2). oroveemelcHECK  [at.auc.2013] DAY s
g. Life(mating cycles) : :
D S e Joch R cycles min. (IEC 60603—7—4). W war |APPROVAL |21.AUG.2013[  JAIMY 3J01-A01-00016 D
e—2, IDC : Suitable for 23-28 AWG stranded and sclid wire. DATE NAME [TEM NO.: AADBEQ1114030XX
e—J3. Tool—-less : When using the IDC Cap for wire management. = o - =
f. The Cot.6 transmission performance is in compliance with SCALE |W/W <A4)| LT | i JOES. Aate LNSOEITED KRR JAuk
the ANSI/TIA 568 C.2 standard. A 1 |DRAWING NO. |AADBED1114030XX KJ3BF—CE—US(SA1)
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