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1. RJ45 Jack : S
1—1. Housing : Zinc Die—Cagsting with Nickel plated. PIN.S 31.440.2
1—2. Contact Bracket . PC, UL 94-V2, Transparent color. ' -
2. RJ45 Jock Contact :
2—1. Material : Phosphor Bronze with Nickel plated.
2=2. Finish : 30 micro—inch Gold plated on Flug contact area. 3.240.2
3. Cap A&B : Zinc Die—Caosting with Nickel plated.
4. IDC : C
4—1. Housing : PC+Class Fiber, White color, UL 94—-V2.
4—2. Terminal : Phosphor Bronze with Tin ploted.
5. 1DC Cap : PC+Glass Fiber, White color, UL 94-V2.
5. Clip : Stainless Steel
7. Grounding Contoct : Zinc Die—Casting with Nickel plated.
8. PCB : FR4, UL 24-V0.
FPerformance :
0. THB8A & THBBB wiring.
b. Insertion Farce @ 30N max. (IEC 60803—7-5).
c. Retention Strength : 7.7 kg between Jaock and Plug. DRAWING |02 FERB.2013 CHP All ONnectors
d. Operating Temperature : —10°C o 60°C. (ISC/IEC 11801, ANSI/TIASB8C.2). - — sniatconneciorsde owlconnacier 3o
e Hfelmeling eysles) 02.FEB.2013 Hrrea ballrractt Sermany Keremortr. o, D
e—1. Jack : 750 cycles min. {ISO/IEC 11801, IEC 80603—7-5). APPROVAL |02.FEB.2013 JAIMY 3JO1-A01-00017
e—2. IDC : Suitable for 23-26 AWG stronded ond solid wire. .
e—J3. Tool—less : When using the IDC Cap for wire management. Ll WAWE [TEM O AABRERE] THROLES
f. The Cot.B transmission performance is in compliance with SCALE |W/W (A4)| UNIT | mm  [DES.: CAT.6 FULL SHIELDED KEYSTONE JACK
the ANSI/TIA 568 C.2 standard. ARy 1 |DRAWING NO. [AADBEOZ11403015  KJ3BF-C6-FS(SAT)
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