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Specification @
—
Material
1. RJ45 Jack : "IN8 PINT
1—1. Housing : ABS+PC, UL 24-V0, with optional color.
1-2, Contact Bracket : PC, UL 94—-V2, Transparent color. 2 840.2
2. RJ45 Jack Contact : - -
2—1. Material : Phosphor Bronze with Nickel plated.
2—2. Finish : 50 micro—inch Gold plated on Plug contact area.
5. Cap A&B @ PC+Fiber, Block color. C
4.1DC
4—1. Housing : PC+Glass Fiber, Grey color(RAL7035), UL 94—v2.
4-=2. Terminal : Phosphor Bronze with Tin ploted.
5. Cap For Toolfree : PC+CGlass Fiber, White color, UL 94-=V2.
©. Cap For Punch Down : PC+Glass Fiber, White color, UL 94-V2.
7. PCB : FR4, UL 94-V0, Remark : AADBCO1116000XX
(1)XX : Housing Color {1) —
Performance . N 01=Black, 02=Gray, 03=Red, 05=White,
a. T268BA & ToBB8B wiring. OB=Yellow, 07=Blue, 08=GCGreen, 02=0range, 13=lvory.
b. Insertion Force : 20N max. {(IEC BOBO3—7—4).
c. Retention Strength : 7.7 kg between Jack and Plug. GENERAL DRAWING  [08.AUG.2014 CHP
d. Operating Ternperature : —10°C to BC°C. (ISO/IEC 11801, ANSI/TIA 568C.2). OF IWENSIONS All [:JnrlECtDFS
. ; CH ECK OSAUGZOW 4 DAY wwvi.allzonnectors.de info@allconnectors.de
e. Life(mating cycles) i;ﬁx ji:g-ggs‘ “el.; 0043 711 7009503 Fax: 0049 711 7009504 D
e—1. Jack : 780 cycles min. {ISO/IEC 11801, IEC 60603—7—4.) xx xoq |APPROVAL[08.AUG.2014]  JAIMY | orss riderstas- Gemany keeneres
e—2. IDC @ Suitoble for 23-26 AWG stronded aond solid wire, compatible with both DATE NAME TEM NC.: 3J01-A01-00022
110 & Krone punch down tool
e—3. Tool-less : When using the IDC Cap for wire maonagement. SUALE |1/T (Adr)l UNIT | mrm | DES.: CAT.8A UNSHIELDED KEVSTONE JACK
f. The Cat.BA tronsmission performance is in complionce with s 1 [DRAWING NO.IAADBCOH]SDODXX KJZBF—CBA—US—KX[SAS)
)
the ANSI/TIA 568C.2 standard. "] [DRAWING CLASSIFICATION] S JSHEET] 1 OF 1 AA
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