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Specification :
Material :
1. RJ45 Jock :
1—1. Housing : ABS+PC UL 94V-0, with optional color.
1=2. Contact Broacket : PBT+Glass Fiber, UL 94vV-0.
2. RJ45 Jack Contact : C
2—1. Material : Phosphor Bronze with MNickel ploted.
2=2. Finish : 50 micro—inch Gold plated on Plug contact area.
3. IDC
3—1. Housing : PC UL 94V—2, with White color. Remark : AADCEQ1115010XX
3—2. Terminal : Phosphor Bronze with Tin plated. (1)
4. IDC Caop : ABS+PC UL 94V-0, with Black color. (W)XX . Housing Color
= GO @ Bes UL 25yes 01=Black, 02=Gray(RAL7030), 03=Red(RAL3003), 05=White(RALODO3), ]
Parfarmance - O6=Yellow(RAL1018), 07=Blus(RALS012), 08=Green(RALEOTE],
o. T568A & T568B wiring. 09=0range(RAL2012), 13=lvory(RAL1O14).
b. Insertion Force : 20N max.(IEC BOB0D3—7—4) CENERAL p
c. Retention Strength : 7.7 kg between Jock and Plug. i - DRAWING 14-JUN-2016 OVE Al[l JnnECtDFS
d. Operating Temperature : —10°C to B60°C.(ISO/IEC 11801, ANSI/TIA 568 C.2) pnx soponl cHECK  [14.JUN.2016 DAY | wwwstconnectorsae ro@scomectors.ce
n > £ % Tel.: 0049 711 70095032 Fex: 0049 711 7009504
e. Life{mating cycles) sl ; e 005 appROVAL [14.0uN.2018 JAIMY Jo754 Filcerstadt - Cermany Kettemerer. 25 D
e—1. Jack : 730 cycles min.{ISO/IEC 11801, IEC B0B03—-7—4 -
e—2. IDC : Suitable for 23-26 AWG stronded ond solid wire, compatible with DATE NAME  |TEM NOC.: 3J01-A01-00024
110 punch down tool. SCALE |1/1 (A4)| UNIT | mm  |DES.: 84 UNSHELDED KEYSTOME JACK
f. The Cat.6A transmission performance is in complionce with —
Fha ANS\/—HA ShR 0.0 standars. m G DRAWING NO.IAADCEDHW501OXX KJ3B—BA—US—XX(SAZ)
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