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1. RJ45 Jack AR Ly o
1-1. Housing : ABS+PC, UL 94-V0, with optional color. EE
1-2. Contoct Brocket : PBT+Glass Fiber, UL 94V-0. I e
2. RJ45 Jack Contact :
2—1. Material : Phaosphor Bronze with Nickel plated. e
2—=2. Finish : 50 micro—inch Gold plated on Plug contact area. oy
C| 3 bc: C
3—1. Housing : PC+Glass Fiber, Grey color(RAL7035), UL 94v—2. I
3—2. Terminal : Phosphor Bronze with Tin ploted.
4. IDC Cap : PC+Glass Fiber, UL 24-V2, White color.
5. Cap A @ ABS+PC, UL 94-V0, Black color.
8. Plostic Slide: PC+Glass Fiber, Black color.
7. PCB : FR4, UL 94v—0. Remark : AADAFQT114030XX
] (1) ]
Performance : (1)XX : Housing Color
a. To68A & T568B wiring. 01=Black, 05=White,
b. Insertion Force : 20N max. (IEC B80803—7—4)
c, Retention Strength : 7.7 kg between Jock and Plug. GENERAL DRAWING  [14.JUN.2017]| KLi
d. Operating Termperature @ —10°C to 60°C. (ISO/IEC 11801, ANSI/TIA 568 C.2). OF DIMENSIONS All @nnECtDrS
: 2 CH ECK " 4J UN2O " 7 JG ne www.zllconnectors.de infc@allzonnectors.de
Dl & Life(mating cycles) : Fagx oo - Tel.: 0649 711 7003503 Fax; 0045 7117003504 D
e—1, Jack : 750 cycles min. (ISQ/IEC 11801, IEC 80B03—7-4) e Toqo |APPROVAL I14.JUN.2017] Jaimy 70754 Filderstadt - Germany Kettemerstr, 25
e—2, IDC : Suitable for 23-26 AWG stranded and solid wire, compatible with 110 DATE NAME TEM NO.: 2J01-AD1-00028
punch down tool.
e—3. Tool—less : When using the IDC for wire management. SCALE | 1/1 (A4)| UNIT | mm |PES.: CAT.8 UNSHIELDED KEYSTONE JACK
f. The Cot.B transmission performance is in complionce with the ANS\/TIA 568 C.2 @ DRAWING NO‘lAADAFOHMOBDXX KJZ2F—CH—US,/¥X(SA1)
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