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Specification S
Material :
1. RJ45 Jack :
1—1. Housing : Zinc Die—Casting with Nickel plated. PIN.8 RIN.1
1—2. Contact Brocket : PBT+Glass Fiber, UL 94V-0.
2. RJ45 Jack Contact :
2—1. Material : Phosphor Bronze with Nickel plated.
2—2. Finish : 50 micro—inch Gold plated on Plug contoct area. 5
3. Cop @ Zinc Die—Casting with Nickel ploted. -
4. IDC Cap : PC+Glass Fiber, White color, UL 84-Y2. C
5. Clip : Stainless Steel.
g. IDC :
4—1. Housing : PC+Glass Fiber, Grey color(RAL7035), UL 94-V2.
4—2. Terminal : Phosphor Bronze with Tin ploted.
7. Grounding Contoct : Zinc Die—Casting with Nickel plated.
5. FCB : FR4, UL 94-—v0. _
Performaonce :
a. To6B8A & T3S&68B wiring.
b. Insertion Force : 30N mox. (IEC 60803—-7-5).
c. Retention Strength : 7.7 kg between Jack and Plug. EnERaL | DRAWING  [30.AUG.2013[  WYM Alll JnnEEtDrS
d- Ope(r(]ting tempero)ture : _‘lOnC tO BO.C (lSO/lEC 11801' ANS'/TlA 558 62) :;;}){IME:EIE:S CHECK A0.AUG.2013 \JANE waw.gllzonnestors.de Infe@cliconn ooers.co
e. Life muting cyoles . 3 095 Tel.; 0048 711 005502 Faz: 00419 711 700354
e—1. Jack : 750 cycles min. (ISO/IEC 11801, IEC 60603—7-5). " 307 |APPROVAL [30.AUG.2013|  JAIMY | wosricemadt comeny  ketienersn 2 D
e—2. IDC : Suitoble for 23—26 AWG stranded and solid wire, compatible with 110 DATE MAME  |ITEM NO.: 3T01-A01-00029
punch down tool. = -
e—3. Tool—less : When using the IDC for wire manogement. SCALE |1/1 (A'ﬂf)l UNIT | o |BESceCnla BYLL SHIELDER Ao lohE ek

f. The Cat.6 tronsmission performonce is in compliance with the ANSI/TIA 568 C.2
standard.
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