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Specification : FIN.B PIM. T
Material :
1. RJ45 Jack :
1=1. Housing : ABS+PC, UL 94-%{Q, with optional colar.
1-2. Contoct Brocket : PBT+Gloss Fiber, UL 94V—0, with black color. g Eﬂﬂ
C | 2. RJ45 Jock Contact : C
2—1. Material : Phosphor Bronze with Mickel plated.
2—2. Finish : 20 micro—inch Gold plated on Plug contact area.
3. 1DC - 34.0£0.2
3—1. Housing : PC+Glass Fiber, Grey calor(RAL7035), UL 94v—-2.
3-2. Terminal : Phosphor Bronze with Tin plated.
4. IDC Cap : PC 1250Y UL 94V—2, Transparent black. Remark : AADCDO1115030XX
— 5. PCB : FR4, UL 94v-0. (1) —
(11x% : Heusing Color
Performance : - —
a. T5684 & T568B wiring. Cl=Rlaen, Bl
b. Insertion Force : 20M maox. (IEC 80603-7—4). GENERAL DRAWING lo4JuLo014] WESLEY
c. Retention Strength : 7.7 kg between Jock and Plug. TOLERANCE A[l DanECtDrS
d. Operating temperature : —10°C to 60°C. (ISO/IEC 11801, ANSI/TI& 568 C.2) s sonos| CECK [p4JUL20T4| DAY el i lon el
D] e Life{mating cycles) : gxe 2005 | APPROVAL [04.JUL2014 |  JAIMY | 707t isenstact- Gernany Kellemann 25 D
e—1. Jock : 730 cycles min. (ISO/IEC 11801, |EC 60803—7—4.) -
6—2. IDC : Siftable far 2596 AWG strdnded find sehd wire, -compatbie Witk BATE NAME [ITEM NO.: 3J01-A01-00038
110 punch down tool. SCALE |1/1 (A4)| WUMIT | mm DES.: CAT.6A UNSHIELDED KEYSTONE JACK
f. The Cat.BA tronsmission  performance is in compliagnce with
DRAWING MNO. [ AADEDDT115030KK KJ32-CBA-US—Xi[SA4
the ANSI/TIA 568 C.2 standard. 72 G | (4)
N DRAWING CLASSIFICATION] s [sHEET] 1 oF 1
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