) o
A 10 - 9 A
< L] &
-
} -
37.840.2
10.0
11.9 ]
B
SCALE 1/1 - k= . -
o © 3 < H
= gl B — g
@ gL N o &
Specification : -
Material : PIN.B PIN.1
1. RJ45 Jack :
1—1. Heusing : Zin¢ die—casting with nickel plated.
1-2. Contoct Bracket : PC, UL 94-V2, transparent color.
2. RJ45 Jack Contact : 2 84+0.2
2—1. Material : Phosphor bronze with nickel plated.
C 2—2. Finish : 50 micro—inch gold plated on plug contact area. = H- &
3. Cap A&B : Zinc die—casting with nickel plated. - LB
4, IDC :
4—1. Housing : PC, grey color{RAL7035), UL 94-V2.
4—2. Terminal : Phosphor bronze with tin plated.
5. Cap : PC, white color, UL 94-V2.
6. Clip : Stainless steel.
| 7. Shutter : ABS+PC, UL 84V—0, white color. ]
8. PCB : FR4, UL 94-V0,
Performance :
a. TOB8A & T568B wiring. BENERAL DRAWING |21.aUG.2018] LOVE l
b. Insertion Force : 30N max. (IEC 60603—7-5). OF DMENSIONS All Jrll—_lEl:tDl'S
. . . CHECK 21 AUG-201 8 DAY wwrw.allzonnactors. de into@allzonnectors.de
D c. Retention Strength : 7.7 kg between jock and plug. X000 +0.005 o P ——— D
d. Operating Temperature : —10°C to B60°C. (ISO/IEC 11801, ANSI/TIA 568 C.2). Xx. o1 |APPROVAL |21.AUG.2018|  FRANK | rmeridestaie-cermany  kettemerss. s
e. Life(mating cycles) : DATE NAME [ITEM NO..  3J01_A01-00045
e—1. Jock : 750 cycles min. {ISC/IEC 11801, IEC BQ603—7-5).
e—2. IDC : Suitable for 23—26 AWG stranded and solid wire. SCALE [1/1 (A4)] UNIT | mm [DES.: CAT.A FULL SHIELDED KEYSTONE JACK
f. The Cat.BA transmission performance is in compliance with '@‘E‘ DRAWING NO.|AADBHO211GG4015 KJBBF—6A—FS—D{5A1}
the JNSUTA ‘SEEC.Z Sodard, DRAWING CLASSIFICATION] S [SHEET] 1 OF 1 AA
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