oHS Compliant
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Elecirical:
1.Voltage Rating:126 Vac Rms.
2.Current Rating:1.5 Amp.
3.Contact Resistance:40 Milliohms Max.
4.Insulation Resistance:1000 Megohms Min &500 Vdc.
5.Dielectric Strength:1000 Vac 80Hz, 1Min.
A 1.0perating:750 Cycles Min.
Environmental:
— & 1500—— — & 4803—— {-Storage:—40°C To +85°C.
2.0pertion:—20°C To +75°C.
I " . ‘ | | Mates With Modular Plug Conforming To FCC Part 88, Subpart F.
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MATERIALS: e G L e Teastennacena
D | PLASTIC HOUSING: ENGINEERING THERMOPLASTIC UNIT | SCALLi TITLE
FLAMMABILITY RATING UL 94V-0. ” A I — (FeRIVED By
CONTACTS: PHOSPHOR BRONZE 6u” P/N J010010151 Alon Alon I¥IPORTS PCB JACK (8PSC)
PLATING: GOLD PLATING OVER NICKEL IN CONTACT. 15u” P/N J010010152 B T 120985
TIN PLATING OVER NICKEL IN SOLDER AREA. 30u” P/N J010010153 _‘Hﬁ—mm A
SHIELDED: BRASS WITH NICKEL PLATED 50u” P/N 010010154 [prol el 3 &= J010010051 P
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