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PERFORMANCE CHARACTERISTICS;
L MAIN BODY PART MATERTAL
INSULATOR; LCP BLACK UL94Y-0
CONTACT TERMINAL; PHOSPHOR BRONZE, PLATED SER LIST
CRUST. SPCC,Ni OUTSIDE PLATED OVER ALL
GAOUNDING SHELL : BRASS, Sn OUTSIDE PLATED OVER ALL
2. ELECTRICAL REQUIREMENTS
VYOLTAGE RATING: 250V AC
CURRENT RATING: 0.5 4
CONTACT RESISTANCE: €30 n()
INSULATION RESISTANCE: 21000 MG
WITHSTANDING VOLTAGE: 1000 Vi.m s, Imh, 60s
3 MECHANICAL REQUIREMENTS
MECHANICAL LIFE: 200 CYCLES
4. BNVIRONMENT SPECIFICATION
WORKING TEMPERATURE: -S5°C~+85T
5. PACRING & STORING
NUMBER OF PACKING. 3SPCS/TRAY
METHOD OF PACKING. TRAY, INNER BOX, OUTER BOX
STORING CONDITION: TEMPERATURE 0F -10T~+40T
BELOW 80% RELATIVE HUMIDITY
6. STYLE OF INSTALLATION. SOLDER PCB INSTALLATION
T.To prevent the pollution of the environment product info
RoHS apreement: In line with the european union RofS.

B/ CONTACT AREA PLATED [ SOLDER TAIL PLATED
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www.allconnectors.de
Tel.: 0049 711 7009503
70794 Filderstadt - Germany

UNLESS OTHERWISE SPECIFIED
TOLERANCE

info@allconnectors.de
Fax: 0049 711 7009504
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