5148 @ Perfo_rmance characteri_stics:
4708 @ 1 Main body part material
1L27433=4191 O Insulator: PBT black UL94Y-0

Cover. PBT black UL94Y-0

Contact terminal;phosphor bronze, Ni under plated,
outer plating see part number rule

Shell:SPCC Cu under plated outer plating Ni

2 Eleclrical requirements:

Current rating: 14

Contact resistance: <39mQ

Insulation rasistance: »3500 MQ

Withstanding voltage: 500 Vr.m s, 1mA, 60s
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N %Egg 50600 3 Mechanical requirements
: Wire gauge: 24 ~30 AWG
|}7/ 4 Environment specffication
Z ; /% . Working temperature: -55°C ~85C
Y %1' Humidly: <93% al 40T
Q@ # 7 ;g % % 5 Packing & storing
(e oc] T, T 4 i/ e 1 : .
EHEE] < =W = Method of packing: tray. innerbox, outer box
§ § (m— LU - i %\'lll = Storing condition: temperature of -10°C ~+40C
i el . TR g below 80% refafive humidty
= I = 3 4) 6.Style of installation: solder cable installation
= = T = = YT 1.To prevent the pollution of the environment product info
A 200 ® RoHS agreement:In line with the european union RoHS.
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| Seriescode | | Terminal number | Spec code Type code Plating codz Insulator material & color
Code | Definition Codd  Defintion Cote Definition Code]  Definition
1 Malg 0 | Mo Definition Contact plating | Tail plating 1| PET black UL94V0
7 A038um 3n I Customized 10,1865 108
1865 series MDR-68PIN —
o , Mark] NO. |  FileNO. Signature | Date njgction | Rev. [ Weight | Scale
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