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Material:
[ Contact(metal housing): Brass (CuZn} 15\ avﬁﬂ DWW,
Terminal screw: Steel galvanized and chromatize PN SN/ 0 D
i or Nickel plated or Tin plted{standard)(option) \
Wire guard: Brass With Tin plfed =3
Surface of solder tail: Tin plated
| Insulator body{housing): Polyamide(Glass filled)(UL94V-0)
Electrical Nx3.81 73
i Voltage rating: 300VAC
Current rating: 10Amps/way max
|| Contact resistance: 20mUmax) ( < 18
Insulation resistance: 5000ML/ 1000V
Withstanding Voltage: 1500VAC(1min} Test time=60sec/1pcs I -
G Wire range: 16-30AWG -l E h o
Mechanical: b
— Tarque: Zkgf.cm/M2.0 )
Operating temperature: -30°C to +105°C N : | T
¢ Soldring reliability:Test temperature= 250°C£10°C U U U el !
S seconds max ﬂl 0.6
|| ‘ 3.81 35
{N-1)x3.81 1.905
E
N=Number of Contacts
B P.C.B. LAYOUT
D 1.905 {N-1)x3.81 1.905
3.81
1
m ——Diameter of metal-plated
C ,"’3 - —¢— —EIB— —613- -da— -43- -613( hole :¢1020.05
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