Technical Data:
Material:
o Contact{metal housing}: Brass Machined{Option)
o Terminal screw: Steel Galvanized and chromatized
or Nickel plated or Tin platedistandard)(optian)
o Wire guard: PhBZ,Tin plated.
o Insulator body(housing): Polyamide(Glass filled}{UL94V-0}
Electrical
o Valtage rating: 300VAC

QODD

N=Number of contacts

o Current rating: 10 Amps/way max NX5.08 12.6
o Contact resistance: 20mY{max)
o Insulation resistance: 5000M2/1000V (N-11X5.08
o Withstanding Voltage: 1500VAC{Imin) Test time=60sec/1pcs 2.54 5.08
o Wire range: 12-24AWG -
Mechanical: o
o Torque: &kgf.cm/M3
o Operating temperature: -33°C to +120°C .- _ ",,:1
5 R
m
0] e
2.6
%:I:EED__QIF
Iy B oy L oy M
ICICIOI0
e N e N I
py RoHS Compliant RENSTESLNS Té’:"gg’: ”‘g \‘/’/’:MAT’OL’;
DRAWING BY CY g 7T =
Al[ JnnEEtDrg )J((: = ‘}‘3}' u f"c' SERIES T LEADFREE
: CHECKED BY GENIUS | ycs - B L {22
avni el i@l el UNIT/mm | SCALE 1:1 | XXX \ -t SCREW 180°
el T3 111 Rl a4 A1 At DATE Al A L h FEMALE
ALt bilzerstat - Gzrmzng Fetlamaistr. SIZE Ad PPOJECTION _e_a_ DESCRIPTION:




