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SWITCH CIRCUIT MATERIAL AND FINISH AS BELOW
WHEN CARD IS EJECTED | WHEN CARD IS INSERTED |A|HousIng (PBT+G/F, Color:White E
B | Contact |Phosphor Bronze C5191 .25t F
C| Shell Brass C2680 0.3t,Nlckel Plating G
D| Shell SPCC 0.3t,Nickel Plating H
151 17.0 SPECIFICATION:
125
/_® N 1. ELECTRICAL
of P 1% T 1.1 Current Rating: 1.5A per pin
£ _7© Cmo O 1.2 Voltage Rating: 250V AC
O p —lo = 1.3 Contact Reslstance: 30mQ
n \S |0 O 1.4 Insulation Resistance: 1000MQ
i = 1.5 Dlelectric Withstanding Voltage: 750VAC
—mo i
I N 2. MECHANICAL
— 2.1 Durability: 1500 Cycle
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PCB EDGE

103 5.7

PCB LAYOUT
BOTTOM VIEW

2.2 Insertion Forca: 35N max.
2.3 Extraction Force: 10N max.

3. ENVIRONMENTAL
3.1 Operating temperature range: -40°C~+85T
3.2 Storage temperature range: -40°C~+85C

4. SOLDER ABILITY
4.1 Recommended Wave Solder Temperature: 260°C

PL]P2|P3|PA|P5|P6]|P7|P8 | PO |PLO|PI1|P12

PIN ASSIGNMENT

205G-AAND-RA2|USE A receptacle dual type, contact area:gald flash

PRODUCT NO. DESCRIPTION

i ||| Gnnectors

Inficslleannactors e
Fae: D049 TLITOZA50

LINEAR. .0 +0,25 vy allonnazio ce
.00 2020 | 1l 00870 rozss0

SCALE AS SHOWED| UNIT: mm | 705 Flderstace - famuzny Fsttamsrse 2

/A [Revise orawn | Willis  |2012/07710|PRAWN NAME:

A |Rev1$ = cveaco | Angel |2012/07/10) USB A Receptacle Dual Type

A Revise arrrovin| Ken 2012707/ 10{rrooucT no. | 2056G-AAND-RA2
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