REV. ECN. DATE | DWN | APVD

A1 ECN-080410-01 ] 04/10/08] TRACY | HENRY

A2 ECN-080822-02 | 0B/22/08] MANDY] HENRY
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MATERIAL:
INSULATOR : THERMOPLASTIC ,UL 94V-0.
STANDARD : PBT.
CONTACT : PHOSPHOR BRONZE.
CONTACT FINISH : GOLD ON MATING END, TIN ON TERMINATION END,
WITH ENTIRE CONTACT NICKEL UNDERPLATED.
SHELL : BRASS, TIN PLATED.
BACK SHELL : SPCC, NICKEL PLATED.
SPRING CLIP : BRASS, TIN PLATED, 22
BOTTOM COVER : NYLON, BLACK.

L] |20 ok SPECIFICATION:
0.6 265 CURRENT RATING : 1.5 AMP.
DIELECTRIC WITHSTANDING VOLTAGE : 500V AC FOR 1 MINUTE.
INSULATION RESISTANCE : 1000MQ MIN. AT 500V DC.
CONTACT RESISTANCE BEFORE : 30mQ MAX.
CONTACT RESISTANCE AFTER : 50m{Q MAX.
OPERATING TEMPERATURE : -20°C ~ +85°C.

ORDER INFORMATION :
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Jb (=] 1. SERIES: 6. INSULATOR MATERIAL:

2.85

S B=PBT
2. POSITION: C=NYLON

04=04/04/04 ©STANDARD : B

3. CONTACT TYPE/MATERIAL: 7 gHELL PLATING:
- 2=FEMALE/PHOS. BRONZE 2=TIN

12-20.92 4. CONTACT PLATING: 8. BOARD MOUNTING OPTIONS:

1=SELECTIVE GOLD FLASH —
57 ‘ 4223 : 0=WITH BACK COVER,

6=SELECTIVE 30u" GOLD

9. MATING OPTIONS:
RECOMMENDED PCB LAYOQUT +0.1mm 5. INSULATOR COLOR: A CERHE

O=WHITE 2=WITH SPRING
1=BLACK
N=NATURE 10. GREEN PRODUCT:

R=RoHS COMPLIANT
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