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10.57 MATERIAL:
295 INSULATOR : PBT + 30% GLASS FIBER (UL 94V-0)
CONTACT 1-2PORT : PHOSPHOR BRONZE
e = 533 CONTACT 3-4PORT : COPPER ALLOY
@ . 4-923  2.71 2 00 CONTACT FINISH : GOLD ON MATING END, TIN ON TERMINATION END,
al @ : WITH ENTIRE CONTACT NICKEL UNDERPLATED
= 2, & SHELL : BRASS, TIN PLATED
FRONT SHELL : BRASS , TIN PLATED
i - - 9| BACKSHELL : SPCC, NICKEL PLATED
14.90 o
]  SPECIFICATION:
13.30 CURRENT RATING : 1.5AMP
12,50 DIELECTRIC WITHSTANDING VOLTAGE : 500V AC
INSULATION RESISTANCE : 1000MQ MIN.
11.20 Toord 24.72 CONTACT RESISTANCE BEFORE : 30mQ MAX.
/ por BOTTOM VIEW CONTACT RESISTANCE AFTER : 50mQ MAX.
} \ Bport & _ RECOMMENDED PCB LAYOUT A OPERATING TEMPERATURE : -20°C ~ +85°C.
\r7 jl - ) - .
frorrr o i Em o o Order Information :
== - o UubD94-042118B 202-R
. F‘—Ti ] s o T 1 2 3456 7 8 9
@ = ol & 1. SERIES NUMBER UDS4 : USB A SERIES FEMALE RIGHT ANGLE
2 r— - o QUAD DECK THRU-HOLE TYPE
foee e - Em o g
8 I:I]: o 2. POSITION 04:04/04/04/04
o~ r—:‘l . == o - 3. CONTACT TYPE 2 : FEMALE
| i —101 | D - 4. CONTACT PLATING 1 : SELECTIVE GOLD
| I 4 : SELECTIVE 15u" GOLD
e 2 0.25 7 | o 6 : SELECTIVE 30u" GOLD
9 —— 10.28 21 |5. INSULATOR COLOR 0: WHITE
0 - 1: BLACK
= 2.50 | | |L 2.71 1 N : NATURE
200 ||| 5.33 6. INSULATOR MATERIAL B : PBT
C : NYLON
2150 2-68
== 7. SHELL PLATING 2:TIN
7.95
13.14 BOTTOM VIEW 8. MATING AND MOUNTING | 02 : WITH BACK COVER AND WHIT SPRING
RECOMMENDED PCB LAYOUT B OPTIONS
9. GREEN PRODUCT BLANK : NOT GREEN PRODUCT
R : RoHS
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