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M9 Male cable connector moulded cable

Connector Series: M9
Gender: Male

Coding: /

Assembly Style: Solder
Part Number: MSAMO003

General Information:

Standard:

Connector body:
Connector Contacts:
Coupling Screw:
Connector overmold:

b

Fax: 00499 FL1 FOOSS0-E

Kettemerstr. 25

IEC 61076-2-101 Ed 3.0
PA66+GF or TPU
Brass with gold plated
Brass with nickel plated
TPU or PVC

Operating temperature: -25C~+70C or-40C~+85C
Insulation Resistance: =100MQ

Waterproof Rating:

Electrical Character:

Contacts

A/C

f/j._i_é 2 Pins 125V
3 Pins 125V

4 Pins 125V

1A 5 Pins 125V

- 7 Pins 125V

L5 8 Pins 125V

IP67/IP68

Rated voltage

D/C

125V

125V

125V

125V

125V

125V

Rated

4A

4A

3A

3A

1A

1A

Contact
current |Resistance

<3mQ

<3mQ

<3mQ

<3mQ

<3mQ

<3mQ

G115

Cable format

24AWG

24AWG

24AWG

24AWG

26AWG

26AWG

Cable jacket

PUR or PVC

PUR or PVC

PUR or PVC

PUR or PVC

PUR or PVC

PUR or PVC



