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ROHS Compliant

Features :
» Suitable Impact Tool:110 Style Punch Down Tool.

= Insertion Life:750 Mating Cycles With FCC Compliant 8P Plug.
s Contact Force:100 Grams With FCC Compliant 8P Plug.

» Plug Retention Force:11 LBF Min.

» Durability:200 Termination Cycles.

» Contact Compatibility:Accommodates 22 To 24 AWG Solid.

» Operating Temperature Range : -10°C~+60°C

« Storage Temperature Range : 40°C~+68°C

* Humidity : 10%~90%RH

Electrical :
« Contact resistance : 20m ohm

» DC Current rating : 1.5Amps

» DC resistance : Max.0.1 ohm

s |[nsulation Resistance : 500m ohm

» Dielectric withstanding voltage : 1000V
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DATE | 2017/01/16

Revision B

MAIN BODY

PBT+GF, UL84V-0.

P/NO. SY-WPK8DS-C6

® JACK HOUSING |PC, ULS4V-0, ITEM. IPE7 Waterproof CO. SS-NET SIN. SY-WPK8DS-C6
@| JACKCONTACT |Phosphor Bronze ,50u” Gold Plated. e —— — T
@| IpcPLASTIC |PC, ULS4V-D.
AllONnnectors =«
@ IDC CONTACT |Phosphor Bronze , Tin over Nickel undercoat | — A
. www.allconnectors.de info@allconnectors.de SCALE 11 ()
(®| SHIELDED CASE |Brass,Nickel Plated. Tel.: 0049 711 7009503 Fax: 0049 711 7003504 L—
@ O-RING RUBBER 70794 Filderstadt - Germany Kettemerstr. 25 UNIT mm SIZE A4
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